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GRAVEL SURFACING, (WEIGHT

NOT

MULTI—PLY ROOFING (2 BASE PLIES

OPTIONAL SOLDER STAINLESS
STEEL SCREEN

SPECIFIED DRAWBAND AND

TWO TARGET PLIES ADHERED WITH TYPE S—6 SEALANT

FLASHING ADHESIVE AND EXTENDED |
UNDER CLAMPING RING

STRAINER /DOME

CLAMPING RING

TO EXCEED 5 LBS/SF) EXISTING METAL

PLUMBING VENT STACK
4 LB LEAD FLASHING

WITH 1 SMOOTH SURFACE MODIFIED
BITUMEN CAP SHEET) MULTI—PLY ROOFING EXTEND STORM COLLAR MINIMUM 4"
UNDER. GLAMPING RING HEIGHT WITH METAL HOOD
1/2" GYPSUM COVERBOARD GRAVEL SURFACING
O& O % > Q / s p 4 LB LEAD FLASHING
O O Q @) O
TWO—PLY STRIPPING
OO0 Q _ O 00 N MULTI-PLY ROOFING
OSSO E oS00 oO00000! lﬁN ++++++++++++++++++ ” N 4” MIN. b} GRAVEL SURFACING
3.5” MIN. THICK TAPERED = FLANGE .
POLYISO INSULATION (MIN. L _—TWO TARGET PLIES ADHERED IN
R—20.5) ADHERED TO % 07 MASTIC PER MANUFACTURER'’S
EXISTING. > — — RECOMMENDATIONS
................................................. \\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\5\\\\«\\\1\1\1\“ Oo<mmwo>mo
7 \\ e
%, 2
r_ \@\\\\\ \\\\\\\\s\\/ TAPERED INSULATION
</
TAPER INSULATION TO DRAIN 7 §| /
CONCRETE ROOF DECK m XN
\ | I EXISTING MULTI—PLY
] 7 G 17 />va>5 BUILT-UP ROOF
TURN LEAD FLASHING DOWN INTO DRAIN 1 EXISTING CONCRETE
EXISTING MULTI—PLY ROOF DECK

EXISTING DECK CLAMP TO REMAIN NOTE:

ASPHALT BUILT-UP ROOF

TOP
AND

ROOF MATERIALS.

SURFACE SMOOTHED, EXISTING DRAIN BOWL SOFT METAL FLASHINGS

PREPPED FOR NEW NOTE: EXISTING SERVICE CONNECTION TO REMAIN 1. SHEET LEAD MINIMUM 4 LB/SF

1. OPTIONAL 1”x4” GRAVEL STOP APPROXIMATELY 36" SQUARE.

EXISTING CONCRETE
ROOF DECK

NEW ROOF PROFILE

\— SCALE: 3"=1'-0"

ROOF DRAIN DETAIL

N SCALE: 1"=1'-0" w

PLUMBING VENT FLASHING DETAIL

SCALE: 1"=1-0"

RAILING

4 LB LEAD FLASHING

GRAVEL SURFACING
MULTI-PLY ROOFING

FASTENERS AT 3"

0.C. STAGGERED 2

ROWS PER SIDE

FELT ENVELOPE

METAL SET IN MASTIC
PER z_>zc_.|>o._.cmmm_ml/r

RECOMMENDATIONS PRIME

FLANGE BEFORE STRIPPING

vV
AL

TYPE S—6 SEALANT
FASTENERS AT 24”7 0.C. MIN
EXISTING ONE PIECE COUNTERFLASHING TO
REMAIN.
SEAL TOP OF FLASHING W/ 3 COURSES OF
ASPHALT MASTIC AND REINFORCING MESH
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FASTENERS AT 8" O.C.

TAPERED EDGE

CSPE BASE FLASHING
MULTI-PLY ROOFING
SPECIFIED TWO—-PLY STRIPPING

\\Om><m_| SURFACING
COVERBOARD

TWO—PLY STRIPPING
GRAVEL SURFACING

MULTI-PLY ROOFING

==
| =T |

COVERBOARD
MOW%O 3 W%O @ 80@%“\

INSULATION

(2) 2x8 P.T. FIRE
RETARDANT WOOD
BLOCKING,
MECHANICALLY
FASTENED TO
EXISTING CAP.

P

NOTE:

TYPE S—1
SEALANT

DN

EXISTING
STONE CAP

1. PROVIDE FASTENERS IN SIMILAR ROOF CONNECTIONS 1.
PER MANUFACTURER’S RECOMMENDATIONS.

PARAPET DETAIL

7

\
\
§

EXISTING MULTI-PLY
ASPHALT BUILT-UP ROOF

EXISTING CONCRETE ROOF DECK

P.T. FIRE RETARDANT WOOD NAILER SECURED
TO DECK W/ APPROPRIATE FASTENERS 2 ROWS,

EXISTING MULTI-PLY STAGGER EACH ROW 24" O.C.

ASPHALT BUILT-UP ROOF
NAIL P.T. FIRE RETARDANT WOOD CANT TO

EXISTING CONCRETE BLOCKING 2 ROWS, STAGGER EACH ROW 24" 0.C.

ROOF DECK NOTE:

PROVIDE FASTENERS IN SIMILAR ROOF CONNECTIONS
PER MANUFACTURER'S RECOMMENDATIONS.

WALL FLASHING DETAIL

L. SCALE: 1"=1'-0"

(2)-3/4" DIA.
A325—N BOLTS
(TYP.)

MULTI-PLY ROOFING UNDER METAL FLANGE N

3/8" DIA. HILTI KWIK BOLT TZ
EXPANSION ANCHOR (TYP. OF 4)

NOTE:
1. COORDINATE SIZE OF BASEPLATE WITH SIZE OF HOLE TO

ROOF PENETRATION PATCH DETAIL

1 )

(TYP.)

M\ CONNECTION PLATE
P

BEAM WITH BOTH
ENDS COPED, TOP
AND BOTTOM,

REFER TO NOTE 1

. dH FH

|

T
\ | —0'—6"x0'~4"x3/8” THK
I

COVERBOARD - TWo_pLY
IO RS O 0 s Grre e
PENETRATIONS ARE BEING PATCHED e TAPERED m\w@% ﬁ@%@@ﬁo <
. RR05R : ROER
INFILL GAPS IN EXISTING MULTI—PLY—2 /
ASPHALT BUILT—UP ROOF WITH 4\\\\\\\%\\\\\\&\\\\\\\\\\\\\\\&\\\\\\\\\\\\\\\\\» | |
SURFACE FOR NEW ROOFING. SET : ! - Z2 >~~~ .
INSULATION IN ASPHALT MASTIC AND - Y%
) PN EXIST. / Nt
%\\Mv REFER 10 NOTE 1 = ' (YP) /wmx_mjzo MULTI—PLY \

ASPHALT BUILT-UP ROOF |\
SEAL PIPE BASE TO

ﬁu\a7

TYP.
3/161

THE CONTRACTOR SHALL COORDINATE THE EXACT LOCATION OF THE FRAMING MEMBERS WITH

THE EXACT LOCATION AND SIZE OF THE PROPOSED MECHANICAL EQUIPMENT.

2. MOUNT EQUIPMENT TO STRUCTURAL STEEL FRAMING PER MANUFACTURER’S INSTRUCTIONS.

3. W8x13 CONNECTION SHOWN, C8C11.5 SIMILAR.

m SCALE: 1"=1"-0"

TYPICAL FRAMING CONNECTION

0'—4"x0'—6"x1 /2" THK
SHEAR TAB (TYP.)

(2) — 3/4" A325
BOLTS Aj%.v/

ELEV.=+

|
|
| 3/16
|

/mzo OF

ON BAC
POST.

(TYP.)

1. ALL STEEL SHALL BE HOT DIPPED GALVANIZED.

1/2” CAP PLATE
R T/STEEL

/IImm 6x6x3/8 POST

INSULATION NOTES:
EXISTING CONCRETE PREVENT MASTIC
ROOF DECK LEAKAGE INTO BUILDING 1,
EXISTING CONCRETE
ROOF DECK
BE INFILLED.
RAILING PITCH POCKET DETAIL
7 s oo 8
1’0"
N ¢ 1/2” DIA. HILTI KWIK BOLT
2-0 wlz Lo TZ EXPANSION ANCHOR W/
| 2” EMBEDMENT
@ I @\\
\ )
|
W8 STEEL BEAM @
K SIDE OF 1'—0"x1’—0"x1’—0” STEEL

\ ! ) BASE PLATE, PAINTED.

HSS 6x6x3/8 POST

2. ELEVATIONS REFERENCED FROM T/ROF DECK ELEV.= 0'-0".

TYPICAL FRAMING TO POST CONECTION DETAIL

BASE PLATE DETAIL

‘—Q SCALE: 11/2"=1"-0"

11

SCALE: 11/2"=1"-0"

SCALE: 3"=1-0"

m SCALE: 1"=1"-0"

COOLING UNIT
AND LEGS, REFER
TO NOTE 1

T/PLATE
ELEV.=+2"-0"

L2x2x1/4x0'=7" LG ©
(TYP. OF NVJ
j%.v 0o
3-SIDES /3 /16 ¢ o/ mw
_ |
Aro..x?o_i\m..\

THK TOP PLATE

1/4” DIA. HILTI HWH
SELF DRILLING SCREW
WITH WASHERS (2 PER
ANGLE)

3/16

HSS 4x4x1/4 POST

MULTI-PLY
ROOFING

4 |B LEAD FLASHING
\\ GRAVEL
SURFACING
3/16
TWO—PLY
STRIPPING
@27 A
O O

TAPERED
INSULATION

\_u|m-XA ulmuux\_ \N:
THK BASE n::m/ +++++++++++++++++++++++++++++++++++ T

DRILL & EPOXY GROUT

(4) 1/2” DIA. GALV. HILTI
KWIK 'BOLT TZ EXPANSION

ANCHOR W/ 2" EMBED.

EXIST. 47 THK
CONC. DECK

Fxb;,,,,,

11/2"
TYP.

NOTE:

1. COORDINATE POST HEIGHT WITH EXACT ELEVATION OF COOLING UNIT LEGS.

2. ALL STEEL SHALL BE HOT DIPPED GALVANIZED.

POST CONNECTION ELEVATION

o SCALE: 3"=1-0"
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